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DONGYIN®

Applications

For water supply from wells or reservoirs
For domestic use, for civil and industrial applications
For garden use and irrigation.

Operating conditions
Maximum fluid temperature up to-40 C.
Maximum sand content : 0.25%.

Motor and Pump
Rewindable motor

Three—phase:

380V — 415V /50Hz

Single—phase: 220V — 240V /50Hz

Warranty:

1 year

(according to our general sales conditions).
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CPm130
S
code
single phase
pump name
. DIMENSTONS (mm)
Components Material MODEL DNI | DN2
Pump external casing | Cast iron G20 UNI5007 " | i | f
Connecter Cast iron G20 UNI5007 CPm130 jlid 1* 165 211 | 259
Impeller Cast—Cu ASTM280 CPm152 17 17 190 | 242 | 298
Motor external casing Cast aluminum CPm158 17 17 190 | 242 | 298
Mechanical seal Ceramic alumina, carbon CPm170 wm” 1” 242 | 260 | 341
Shaft AIST 304s-C1045 CPm190 w” 17 242 290 358
Bearing NSK CPm200 w 17 242 | 290 | 358
Model Supply Power Output Power Max. head Max. flow Max. Suct Max. dia. of particle
220-240V/50Hz 3
CPm130 380-415V/50Hz 370W 23m 4.8m"/h Tm 3mm
220-240V/50Hz 3
CPm152 380-415V,/50Hz 550W 33m 4.2m”/h Tm 3mm
220-240V/50Hz 3
CPm158 380-415V,/50Hz 750W 35m 5.4m " /h Tm 3mm
220-240V/50Hz 3
CPm170 380-415V/50Hs 1100W 41m 7.2m° /h m 3mm
220-240V/50Hz 3
CPm190 380-415V/501z 1500W 48m 9.6m"/h Tm 3mm
220-240V/50Hz 3
CPm200 380-415V/501z 2200W 58m 9.6m"/h Tm 3mm
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CPm100/1.5
outlet (inch)
power code
single phase
pump name
: DIMENSTONS (mm)
Components Material MODEL DNI | DN2
Pump external casing | Cast iron G20 UNI5007 & ‘ B ‘ .
Connecter Cast iron G20 UNI5007 CPm100/1.5 %" %" 190 225 | 300
Tmpeller Cast—Cu ASTM280 CPm150/2 2" 27 196 | 238 | 332
Motor extemal casing Cast aluminum CPm200/2 2% 27 206 | 260 | 360
Mechanical seal Ceramic alumina, carbon CPm200/3 3° 37 206 | 260 | 380
Shaft ATST 304s-C1045 CPm300/3 37 3¢ 240 | 312 | 385
Bearing NSK CPm300/4 4”7 47 240 | 312 | 405
Model Supply Power Output Power Max. head Max. flow Max. Suct Max. dia. of particle
CPm100/1.5 ggg:i%nggggi 750W 21m 18m ?/h Tm 3mm
CPml50/2 e 1100W 20m 30m */h Tn 3mn
CPm200/2 ggg:i%gx;gggi 1500W 22. bm 30m */h Tm 3mm
CPm200/3 e 1500W 15m 66m */h n 3mn
CPm300/3 ggg:i%gx;ggg; 2200W 18. 5m 72m */h Tm 3mm
CPm300/4 il 2200W 18. 5m 72m °/h n 3mn
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